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Technical Specifications
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Deep bass 18” subwoofer 
for cinema and theater application

KSC18P

Description

The KSC18P is a passive 18-inch subwoofer specifically designed 
for cinema and theater applications, where LF contour reinforcement 
and sound effects ask for impact and deep bass.

The KSC18P implements a single 18” high excursion woofer in a 
compact bass-reflex enclosure, acoustically optimized for operating 
at high SPL in very demanding conditions.

The small footprint and the extended low-end response makes this 
subwoofer the perfect companion in Cinemas, Theaters and Home 
Entertainment environments.

Frequent Applications

Theaters Theme Parks

Cinema & Home Theaters Nightclub & Lounges

General
Type Passive subwoofer

Drivers 18” neodymium magnet with 4.5” voice coil

Frequency Response 20 Hz – 150 kHz (-6 dB) (1)

Rated Power 3600 W

Maximum SPL 134 dB (peak) (2)

Nominal Impedance 4 Ω

Coverage Omni

Handling & Finishes
IP Rating IP40

Dimensions (WxHxD) 1100 x 700 x 380 mm (43.3 x 27.6 x 15 in)

Weight 53 kg (116,85 lb)

Colors & Finishes black

Accessories
Recommended Amplifier Kommander-KA84

1 With dedicated preset.
2 Maximum SPL is calculated using crest factor 2 (6dB) @ 1 m  
	 and power handling specifications, exclusive of power compression.

Notes:
Passive loudspeakers require dedicated presets loaded onboard K-array amplifiers.
New materials and designs are introduced into existing products without previous notice.
Present systems may differ in some respects from those presented in this catalog.


